
front mower PRK
mower for the 
road curbside



PRKfront mower

mower for the 
road curbside

Application

Technical description

type weight * [kg] mowing width
[mm]

max. efficiency
[m2/h]

working reach
from the center of

the drive vehicle [mm]

PRK 6000 1000 1300 9600 6000

PRK front mower is designed to cut grass, 
weeds, shrubbery and similar vegetation along 
the roadway curbstones and irrigation canals. 

Two independent hydraulic circuits are built 
into the machine. Drive system for hydraulic 
crane of mowing machine, working cylinders 
and other elements, through electro hydraulic 
proportional valves, ensures fast and easy 
maneuvering. System is connected on 
hydraulic installation of vehicle, which must 
ensure necessary pressure and oil flow (180 bar, 

30 lit./min). Electro hydraulic proportional control ensures steadier work 
of hydraulic crane, without sudden jerks, what significantly extends the 
working life cycle of the device, and the axial piston hydraulic motor for 
driving the rotor shaft of mowing head ensures very high efficiency.

The hydraulic crane and mowing head are controlled via an 
ergonomically designed control stick from within the vehicle cabin. 

The mowing head hydraulic drive system operates on the principle of an 
open circuit flow. The drive unit featuring a hydraulic piston pump driven 
by a PTO shaft provides high pressure oil for the hydro-motor of the 
mowing head. 

A closed circuit of the universal vehicle UNIMOG U300, U400 or U500 
(circuit III and IV) can also be used to provide the drive for the 
hydro-motor of the mowing head. This has to be highlighted when 
placing a purchase order.  

Standard equipment

The device features the following standard equipment elements: a 
hydraulic system for the drive of the mowing head, hydraulic crane and 
mowing head with light blades for cutting grass and other vegetation 
with the diameter of up to 1.5 cm.

Storage legs

Used for storage when device is not 
attached to the vehicle. 

Bearing frame

It is used for mounting the mower on the front 
plate of the vehicle as well as oil tank for hydraulic 
components drive. It's designed according to 
norm DIN 76060, type B.

Mower crane
Mower crane can feature 
various attachments, such 
as mowing head, SRG 
branch cutter, KAN ditch 
cleaner and BM lateral 
brush. 

System of hydraulic accu-
mulators
Ensures easy crossing of 
mowing head over 
obstacles on rough terrain.

Cylinder for the mower 
rotation
Besides rotating the 
mower into the working 
position, it also serves as a 
safety element when the 
mowing head encounters 
an obstacle. 

* weight of the mower depends on the equipment attached to the device

principle of
 operation 

working 
velocity

rotational 
blades

0,1 ÷ 8

Hydraulic piston pump

Used to drive the mowing head. Built on 
mowing machines mounted on vehicle with 
front PTO shaft. 

Electro-hydraulic distributor

Proportional electro-hydraulic valve block 
for the control of working cylinders.

Mowing head
Standard mower equip-
ment features a mowing 
head with light blades to 
cut grass and other vegeta-
tion with the diameter of 
up to 1.5 cm.



Mounting 
Front mower is designed to be mounted onto universal vehicles type UNIMOG. The vehicle has to meet the following requirements: 
mass of 4000 kg, engine power rating of minimum 60 kW, hydraulic system with the working pressure of 180 bar and oil quantity of 
aprox. 30 lit./min. crane control, front mounting plate according to DIN 76 060 type B and front PTO shaft with 540 / 1000 rpm.

It is recommended that mounting of the front mower is made by manufacturer, or an authorized workshop according to manufacturer 
instructions.

Additional equipment
Front axle stiffening
The vehicle onto which the front mower is to be mounted 
needs to have hydraulic or mechanical stiffening installed 
on the front axle in order to ensure smooth and stable 
operation of the device.

Depending on customer’s needs, following tools are available as attachments for the mower 
crane:

mowing head with light blades for cutting grass and other vegetation with the diameter of 
up to 1.5 cm;

mowing head with mid-weight blades for cutting grass and other vegetation with the 
diameter of up to 3 cm;

mowing head with heavy blades for cutting grass, other vegetation and shrubbery with the 
diameter of up to 5 cm

SRG branch cutter;

KAN ditch cleaner for cleaning (desludging) and profiling of canals; 

BM lateral brush for cleaning weeds, grass and remaining spreading material along the 
roadway curbstones or other surfaces
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